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Towing Instructions

 
(1) 

Trailer frontal area not to exceed 40 square feet. Trailer weights (combined, not to exceed) are based on an average weight of 150 pounds person, plus 
luggage. Refer to GCWR or ask 
your dealer for f inal assessment for your towing capabilities. 
(2) 

The load carrying capacity of Dodge minivans is shown above. This information should be used for passenger and luggage loading as indicated. If  seats 
are removed for carrying cargo, 
do not exceed GVWR and GAWR. See your owners manual for more information on GVWR and GAWR. 
 
NOTE: For vehicles equipped w ith store-in-the-f loor seating, the gross trailer weight must be reduced by 100 lbs. 
 
 

Available Engines 2.4L DOHC 3.3L OHV 3.3L OHV 3.3L OHV 3.8L OHV 3.8L OHV
(powertrain confirmation) 1.6V I-4 12V V6 12V V6 12V V6 12V V6 12V V6
Standard Transaxle 4-spd auto 4-spd auto

w /Trailer Tow w /Trailer Tow
4-spd auto 4-spd auto 4-spd auto Prep Group Prep Group 4-spd auto

Maximum Combined weight  
of vehicle and trailer not to  
exceed (lb) - GCWR 5,200 6,600 6,600 8,600 8,600 6,600
Maximum towing capacity w ith:
Up to 2 persons & luggage (lb)  

 
850 1,800 1,800 3,800 3,800 1,800

3 to 5 persons & luggage (lb)  
 

400 1,350 1,350 3,350 3,350 1,350
6 to 7 persons & luggage (lb) Not

recommended
for trailer tow ing 1,000 1,000 3,000 3,000 1,000

Maximum Trailer Capacity  
 

2,000 2,000 2,000 3,800 3,800 2,000

Maximum Weight(1) and Travel Conditions for Dodge Caravan and Grand Caravan(2)
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