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INFORMATION CONCERNING  
FEDERAL, CANADA AND CALIFONIA 
EXHAUST EMISSIONS, EVAPORATIVE 
EMISSIONS, AND FUEL VAPOR RECOVERY  
REQUIREMENTS 
 
EXHAUST EMISSIONS 
REQUIREMENTS FOR MODIFICATION 
OF COMPLETE VEHICLES (VEHICLES 
WITH PICKUP BOX INSTALLED) 
 
The following 2007 Dodge Ram model and engine 
combinations are emission certified as complete 
vehicles: 
 
MODELS (with box) Engines Sales area 
1500    DR ALL ALL 
2500    DH ALL Gasoline 

and 6.7L Diesel 
ALL 

3500    D1 ALL Gasoline 
and 6.7L Diesel 

ALL 

 
For all other 2007 Dodge Ram model and engine 
combinations, please see the incomplete vehicle and 
heavy-duty engine certification section. 
Please use the links below: 
 
Incomplete Vehicle Document 
Heavy Duty Engine Certification 
 
Federal and Canada — Complete vehicles, if sold in the 
U.S. and Canada, except California, Massachusetts, 
Maine, New York and Vermont conform to applicable 
U.S. EPA exhaust emission requirements. If this 
complete vehicle is sold in Canada, it conforms to 
applicable Canada exhaust emission requirements. If a 
subsequent manufacturer increases the curb weight by 
more than 500 pounds, or modifies the emission control 
system, the exhaust system or the Onboard Diagnostic 
system (OBD), the subsequent manufacturer may be 
responsible for recertifying the vehicle to the applicable 
EPA or Canada emission standards. See MSAPC 
(Advisory Circular) #64. In Canada see the CMVSR 
1101. 
 
California, Massachusetts, Maine, New York and 
Vermont — Complete vehicles, if sold in California, 
Massachusetts, Maine, New York and Vermont conform 
to the California exhaust emission requirements. 
Modifications by a secondary manufacturer to 
vehicles/engines shall be deemed not to increase 
emissions above the standards under which those 
vehicles/engines were certified and to be within the 
original certification if such modifications do not: (1) 
Increase vehicle weight more than 10 percent above the 
curb weight, increase the frontal area more than 10 
percent, or result in a combination increase of weight 

plus frontal area of more than 14 percent; or (2) Include 
changes in axle ratio, tire size, or tire type resulting in 
changes in the drivetrain ratio of more than 5 percent; or, 
(3) Include any modification to the emission control 
system, the exhaust system or Onboard Diagnostic 
system (OBD). No originally certified vehicle/engine 
which is modified by a secondary manufacturer in a 
manner described in items (1) through (3) of the 
preceding sentence may be sold to an ultimate 
purchaser, offered or delivered for sale to an ultimate 
purchaser, or registered in California, Massachusetts, 
Maine, New York and Vermont unless the modified 
vehicle/engine is certified by the state  of California in 
accordance with applicable test procedures to meet
emission standards for the model year for which the
vehicle/engine was originally certified. 
 
FUEL VAPOR RECOVERY (GASOLINE 
FUELED VEHICLES) – CALIFORNIA, 
MASSACHUETTS, MAINE, NEW YORK and 
VERMONT 
 
The following information applies to gasoline fueled 
vehicles for sale or use in the states of California, 
Massachusetts, Maine, New York and Vermont.
California regulations require that the vehicle fuel 
systems be designed to accommodate a vapor recovery 
fueling nozzle including unobstructed access to the fill 
pipe. Fuel filler pipes installed according to the 
instructions provided in the fuel filler kit will comply with 
the “Specifications for Fill Pipes and Openings of Motor 
Vehicle Fuel Tanks,” referenced in Title 13 California 
Administrative Code providing no part of the second 
body, as installed, intrudes into the nozzle access zone.
 
ADDITIONAL MODIFICATION 
INFORMATION FOR FEDERAL, CANADA
AND CALIFORNIA, MASSACHUSETTS, 
MAINE, NEW YORK and VERMONT 
 
The term “second bodies” includes not only the basic 
body or body structure but also any equipment 
permanently attached to the vehicle installed by the 
vehicle alterer. 
 
• None of the following fuel system components as 

installed by DaimlerChrysler Corporation are to be 
removed, replaced, relocated, altered or modified in 
any way: 

 
— Fuel tank and attachment hardware, including 

sending unit and vapor valve 
— Fuel lines, routing and attachments, excluding fuel 

filler cap, filler pipe, filler hose and filler system 
attachment hardware 

— Vapor line and carbon canister Gasoline only) 
— Fuel pump 
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— Air cleaner assembly 
 
• No additional fuel tanks may be added. 
• Any alteration or modification made to the vehicle as 

manufactured by DaimlerChrysler Corporation, and 
components or structure installed by the vehicle alterer 
must not result in penetration, separation or other 
damage to the fuel system or any portion thereof when 
the vehicle is tested in any manner specified by 
applicable provisions of FMVSS/CMVSR 301. 

• The second body installed and the required fuel 
system components (identified below) must be located 
and mounted as follows: 

 
— Second body components must not contact any fuel 

system component (other than at the points where 
the fuel system is permanently attached to the 
second body) 

— Second body deformation or movement relative to the 
frame must not cause any fuel system component to 
be penetrated, disconnected or otherwise damaged 

— The rear end of the second body (excluding the rear 
bumper) installed must not extend beyond (overhang) 
the rear edge of the vehicle frame or frame extension. 
Any extension of the vehicle frame must be 
constructed and attached so as to perform as a 
continuation of the vehicle frame when the altered 
vehicle is tested in any manner specified by 
applicable provisions of FMVSS/CMVSR 301 

— The fuel filler cap, filler pipe, filler hose and filler 
system attachment hardware must be installed 
according to the instructions provided in fuel filler kit 
and must be securely retained to remain intact when 
the vehicle is tested in any manner specified by 
applicable provisions of FMVSS/CMVSR 301 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

EXHAUST SYSTEMS 
 
Modifying the exhaust system is not recommended as it may 
affect F/CMVSS emissions certification.  Do not remove any 
original equipment exhaust system components.  Never add 
components to the system that increases back pressure.  Do 
not remove OEM clamps or hangers.  Final Stage 
Manufacturer assumes all responsibility for exhaust system 
modifications and system compliance. 
 
6.7 Cummins Diesel 
Cummins 2007 Dodge/Chrysler 6.7L Chassis Cab engine is 
integrated with a Diesel Particulate Filter Aftertreatment 
System for 2007 EPA Certification.  The Diesel Particulate 
Filter assembly consists of a diesel oxidation catalyst, a diesel 
particulate filter, and temperature and pressure sensors 
integrated into a modular housing. 
 

• Body Builders must not modify or relocate this 
assembly, or any components associated with it.  
Also there should be no modifications made to the 
exhaust from the turbo outlet to after the muffler.
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